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What 6s New

Cyclone 3DR 2023.1.0 is a major release that includes new features and improvements to the product, for
both the Desktop and Touch Mode interfaces. In addition to many enhancements, the main new functions
are:

A More simplicity and flexibility for the AEC Industry
1 Significant updates for Auto-Classification in Indoor and Outdoor environments
1 BIM Alignment
A Virtual Surveyor
A Gridded Inspection for both Survey and AEC applications
A New interoperability capacities
Send to Hexagon BricsCAD
Support of TRK data

1
1
I Support of classification within LGS format
1 Extension of e57 support
1 Connect to Cyclone FIELD 360 in Desktop Mode
1 Connect to HXDR
A New Ul tools

1 Free Move new generation

9 First person navigation mode

1 Possibility to display point cloud with transparency

1 Support of multi-screens for the 3D Scene

1 Pole center extraction
A Report Editor New experience: Report preview, Ul and performance improvements
A New script engine and functions
A New tool to extract lines

According to the maintenance expiration date policy, users under maintenance on 12 March 2023 may
access version 2023.1 with no new license required.



New features

Auto-Classification updates

With Cyclone 3DR 2023.1 release, a new version of point cloud classification engine is embedded. This
change allows Cyclone 3DR to offer new models for both indoor and outdoor applications:

A Generic Indoor

A Indoor Construction Site

A Outdoor Heavy Construction

The classification experience is unchanged within the software solution.

This feature is available to users with the SURVEY or AEC or PRO licenses.

New package installation

The installation process of the pre-requisites is unchanged. Users with a previous version installed must
install the new package to take advantage of improvements. The process is defined below. The major
change is the version 11.6 of CUDA ToolKit that is required to run auto-classification, whereas the version
11.2 was required for the previous engine.

Before launching Auto-Classification for the first time, a notification is displayed in the menu Clean > Cloud
classification to alert the user that prerequisites must be fulfilled before running the command.

File Home  View  CloudWorx  Coord5ys  Clean  Extract  Swrface Modeling  Analysis

Qa_?.,‘l Manual Classification x 3@ Real Colors
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After clicking on the button, the following pop-up is displayed to explain the missing prerequisites, and to
guide the download and the installation process.



Auto Classification requirements

You are n ome components that need to be installed before:

cation models: 42 MB

Stop downloading Minimize

The same warning will appear when prerequisites are downloaded but not installed yet:
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Once the download is complete, the user will be prompted to complete the process by installing the
downloads.

Auto Classification requirements

You are missing some compenents that need to be installed before:

.8 GB

ation models: 42 MB

Download Complete.

Minimize

The download process of the prerequisites is isolated from the product installer for the following reason:



It prevents users from unnecessary downloading at each new release (minors and majors).
Some computers may have already CUDA® 11.6 Toolkit installed.
Some machines may not have the minimum specifications to run the command.

Users with Standard Edition do not need to install those elements.

> > > > >

Some users might not use the feature.

The prerequisites are:

A CUDA® 11.6 Toolkit (from NVidia). The 11.6 version of CUDA is mandatory for Auto-
Classification.

A Classification plugin

A Classification models
Since this new algorithm is based on machine learning, its capabilities require high-performance elements.
The minimum computer specifications to run auto-classification are:

A RAM: minimum 32 GB

A Graphic Card: NVidia with GPU capabilities
- Compute capability: 3.7 or higher

- Minimum GPU memory: 4 GB
A Hard Disk:10 GB free disk space

The Auto-Classification tools require a NVIDIA QUADRO graphics card. If one is not detected, the following
pop-up is displayed:

Auto Classification requirements

A graphics card with support for CUDA is needed.

Download anyway Minimize

New classification models

In addition to the existing model for Outdoor application, the Auto-Classification feature exposes three new
models. To execute a classification, the workflow is unchanged, and the steps are:


https://developer.nvidia.com/cuda-gpus

> > > > >

Select a point cloud (JetStream point cloud must be converted first).
Go to Clean menu.

Launch Auto-Classification

Choose the appropriate model

Click Preview to run the computation, then OK to validate the results.

Indoor for Generic Application

This new model is appropriate to classify point cloud data captured in an Indoor environment. Since the
model is dedicated to generic applications, it is recommended for use in existing environments for Scan to
BIM, renovation and digital twins in environments like offices, residentials and public facilities.

This Generic Indoor model replaces the previous Indoor model. It can be used for point clouds captured
with any sensor and it delivers a point cloud that can contain up to 37 classes. They are detailed in the
iSettingsd within Cyclone 3DR.

Office environment classified with previous Indoor model



Office environment classified with new Generic Indoor Classification
Objects like floor, doors, ceiling, ceiling equipment, walls, chairs, tables, columns are clearly defined

Indoor Construction

This new model is appropriate to classify indoor point cloud data in active construction zones. The main
application for this classification model is preparation and data cleaning to deliver accurate verification and
analysis (structure, MEP, distributions, etc.)

A Surface analysis

A Inspection vs design
A Clash Analysis

A Progress Monitoring

The Construction Site model can be also used for data cleaning to deliver cleaned mesh model for visual
inspection/verification or to deliver models to 3" party applications.

The indoor construction classification model will identify not only structural objects such as walls doors,
ducts etc. but also construction equipment and debris for easy removal from the scene.



R it

Construction site capture with RTC360 (shopping center)

After classification with Indoor model for Construction Site
Objects like floor, doors, ceiling, ducts, pipes, worksite equipment, beams, columns are clearly defined.

Outdoor for Heavy Construction Application

This new model has been trained with UAV sensor datasets but can be used with point clouds from any
sensor corresponding to Heavy Construction environments. This new model is relevant to prepare datasets

for many workflows in 3DR:

A

> > > >

DTM

Stockpile
Cross-Section analysis
Slope monitoring

Volume calculation / Cut and Fill calculation



¥ §

Stockpile site classified in 1-click in Cclone 3DR with the new Heavy Construction UAV model
Trucks, stockpiles, buildings, grounds, artefacts are automatically classified.
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Settings

Classification settings are updated with the 2023.1 release of Cyclone 3DR. The pre-defined parameters
have been adjusted to match with the classes related to the embedded classification models within Cyclone
3DR and all Hexagon solutions in general. It means that there is now a unified standard (indexes, names
and colors) within Hexagon products.

Since personal settings are saved when a new version of Cyclone 3DR is available, it is recommended
to restore the default settings for classification when installing the 2023.1.0 version. For this new

release, a specific feature has been added to restore the Hexagon standard settings for classification.

It is highly recommended to use the Hexagon standard classification settings for workflows using classified
LGS from Cyclone REGISTER 360 PLUS or from Cyclone PEGASUS Office to facilitate the experience
between the Hexagon products.

Settings

Cloud

Mesh

Polyline

Set of Polylines

Point

Geometrical Feature

Label

Grid

CAD

BIM object
Classification
Virtual Surveyor

Licer
Software Improvement Program

ﬁg(lear Settings

Classification

s Configuration

List of available cl.

Value  Color Favorite

Medium Vegetation
High Vegetation

T Xp I X EP I EPEE

~

Default auto-cl.

Category
Animal
Beam
Bridge
Building
Cable
ng

ng equipment

¢ Restore L1 Import L1 Export

Auto-

ation folder  C\Users\Public\Leica Geosystems\Cyclone 3DR\

Cancel @Help

New fHEXAGON standards 6 r est oring feature in Cyclone 3DR
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Manual Classification > Pick class

Users can now query the classification of any point within a project. This new capacity is helpful to
understand complex datasets with many classes.

Select one or multiple classified point cloud(s)
Run Manual Classification in the Clean menu
Click on the new button Pick class to activate the new mode

Click on a point in the 3D Scene to get the information

> > > > >

The corresponding class is highlighted in the list

Manual Classification (') =z @

Actions on the selection
X + + >

Classes of the point cloud

Classes
HCS concrete hardscape

HCS street furniture (176)

HCS fencing (177)

HCS construction material (180)
HCS construction vehicle (181)
HCS curb (184)

HCS foundation (185)

HCS material stockpile (186)

00000000 &

/ Pick class

Edit Classes (&) 539 976,037; 5235 644,338;

»Re
Click a point in the

X Cancel scene to know its
ance class.

This feature is available to users with the SURVEY or AEC or PRO licenses.

Coord Sys > BIM Alignment

With the 2023.1 release, the new BIM Alignment feature gives a user-friendly way to align a design model
with a point cloud data in a few clicks. This feature has been designed for the construction industry and
can be applied for diverse design models like Mesh, CAD or BIM models. This new functionality is useful
as a start of any analysis workflow involving a design model for AEC applications like a construction
verification, a clash analysis or a progress monitoring.

The process is to execute the BIM Alignment is the following:
A Select both inputs: the point cloud and the design model (BIM, Mesh or CAD)

A Goto Coord Sys menu and click on BIM Alignment.

12



The feature automatically splits the 3D scene in two parts: one 3D scene for each object of the
project.

BIM Alignment

? BIM

1. Choose which object to move (point cloud of design model). The other one will be fixed.

2. Note that it is possible to benefit from the new Multi-Window capacity of the 2023.1 release of
Cyclone 3DR to deploy a 3D scene and to shift it into a second screen for example, to increase
the size of the windows and to improve the experience. This new interface capacity is described
in the release notes.

3. Apply the instructions:

On the moved object: one click on a vertical wall + one click on a reference point.
On the fixed object: one click on the same vertical wall + one click on the same reference point.

It is recommended to first adjust the views of the two 3D scenes at the same position and with the
same orientation to click on similar objects. Note that the clicks on the vertical wall do not need to
be precise because the purpose is to get the normal direction, whereas the click on the reference
points must be precise enough so it is recommended to click on a corner that is easy to recognize.

Tip: prior to launching the BIM Alignment feature, create a limit box or slice around one object (the

targeted fixed object for example) and use the shortcut CTRL+SPACE inside the command to edit
it and get the best view to navigate through complex BIM models.

4. Temporary UCS are then displayed on each scene as an indication. Click on ENTER as requested
in the instructions (screenshot below).

13



5. The pre-alignment of the moved object to the fixed one is automatic and extremely fast. Next and
final step of the workflow is the best-fit operation.

BIM Alignment

? BIM

6. Incase itis necessary to redo a pre-alignment, click Reset.

7. The exposed options for the best-fit operations are very simple and composed of:

The attraction distance (default 5 cm): the points that are not closer to that distance are
not considered in the best-fit operation. It is a way to remove noisy points from the
operation but also to focus on the common areas of the two objects.

Checkbox option to preserve the vertical axis: in most cases for building applications,
scans are properly leveled, and its Z orientation should be maintained during the best-fit
operation.

Note that the alignment process is similar to the alignment feature of the BIM Inspection

14



in Cyclone 3DR Touch Mode. The same experience is deployed in the Desktop mode of
Cyclone 3DR 2023.1.

8. Click on preview to execute the best-fit operation.

Results of the transformation are summarized in the dialog box.

BIM Alignment

Click on OK to validate. It is at this point that the two objects are finally aligned and ready to finalize
the workflow with a comparison analysis.

This feature is available to users with the AEC or PRO licenses.

15



Coord Sys > Free Move new generation

With the release of the Cyclone 3DR 2023.1 the Free Move has been improved with greater usability,
responsiveness, support for undo/redo, the possibility to translate objects in a plane and the capacity to
enter numerical values for translation and rotation.

The Free Move feature can be used to conduct a pre-alignment of multiple objects:

A Todo a manual pre-alignment for a BIM application or positioning of an object in a 3D environment.

A To position and orientate a design model of a piece of equipment in a real environment for any
kind of application like the construction or the mining industry.

The name of the feature, Free Move, is unchanged, and it is just necessary to select the object prior to
running the Free Move tool.

Once started, a 3D widget is displayed at the center of the object.

The features are the following ones:
A Long arrows along main axis of the active UCS:

1 Drag and drop on the arrows to proceed a translation along the selected axis. Ability to define
a numerical value for translation when pressing keyboard TAB.

1 Single click on the arrows to open the vector toolbar and reposition the axis of the widget.

A Curved arrows around the main axis of the active UCS: drag and drop on the arrows to proceed
a rotation around the selected axis. Ability to define a numerical value for rotation when pressing
keyboard TAB.

16



A Short white double arrows at the extremity of each axis of the axis UCS: drag and drop on
the double arrows to resize the object.

A Planes aligned on main axis: drag and drop on the selected plane to translate the object onto
the selected planes.

A Center ball:

1 Drag and drop the center ball to do a 2D move of the object in the scene (translation in the
plane corresponding to the scene view)

9 Single click on the center ball and then click on a specific point on the object to reposition the
widget in an area that may be more appropriate to do the free move operation (relevant for
large object and to focus on a specific area). Available with keyboards hor t cut @A CO.

The Free Move widget is repositioned in the corner of the building.

CTRL+Z: to undo the last action
CTRL+Y: to redo the last action
ESC: to quit the command and cancel the changes

TAB: to define a numerical value when doing a translation or a rotation

> > > > >

ENTER: to quit the command and validate the changes

Note:t he edition of geometrical features (like cylind
same 3D scene widget to facilitate the edition of the objects (dimensions and main axis).

17



Edit Cylinder

1 Cylinder

Example of a best cylinder of a small Tank of a Chemical Plant i Edited with new widget

This feature is available to users with the STANDARD license.

Extract > Virtual Surveyor

With the release of Cyclone 3DR 2023.1 a new Virtual Surveyor feature allows users to create traditional
survey maps in CAD format from any kind of 3D data. This feature adapts the popular tool from Cyclone
SURVEY into Cyclone 3DR Survey Edition for users switching to the next generation solution.

Virtual Surveyor offers a very flexible workflow which allows it to be used from multiple objects like point
clouds (including LGS, JetStream data or HXDR point cloud), meshes or design models and allows a

project to be closed and validated and then revisited later.

Starting Virtual Surveyor for the first time, the following empty dialog is displayed. It is necessary to define
the settings of the Virtual Surveyor project from the button illustrated below.

18



Settings

Virtual Surveyor @ = ®

Inputs Virtual Surveyor

? Environment objects E 2
= Add new layer
Geometry Type
Name
Road
Vegetation

-+

Objects Urban Equipments
Construction
Poles

@ Filter layers ¥ Q Settings

#  Feature code  Layer

4

= Add new feature code

Feature code Layer
WALL_BOTTOM_EDGE Construction
BUILDING_BOTTOM_EDGE Construction
BUILDING_BOTTOM_CORNER Construction
POLE_ROADSIGN Poles
POLE_ RANDOM Poles
POLE_LIGHT Poles
POLE_ELEC Poles
PED_CROSS Road

[ showtext

Qutputs

1. Go to Virtual Surveyor settings

2. Layer management i Add new layer

Description Min. index

Bottom part of building

Bottom center ..les of afence -
Poles for Electricity network

Pedestrian crossing lines

Ly Load Ly Save

Layer management

Thickness  Color
5 pixels [
10 pixels (]
5 pixels
5 pixels
10 pixels

Feature code management

Geometry Type
Polyline
Polyline

Point

Point

Point

Point

Point

Polyline

This section gives the capacity to create different layers and their parameters (colors and pixels).

3. Layer management i Load and Save

With the capacity to save the layers to a CSV file, users can properly store their predefined settings
for specific applications, for different types of customers or for different regional needs. It provides
an easy way to share the list of layers with other stakeholders or colleagues.

4. Feature Code management i Add new feature code

For each layer, users can then define precisely different Feature Codes: Layer, Description, Min

Index and type of objects (point or polyline).

5. Feature Code management i Load and Save

Similar capacities and benefits as the management of layers to save, store, reuse or share

predefined settings of Feature Codes.

Once the settings are properly defined, they can be completed later again during the project, and it is

possible to build a CAD Survey map in the main command:
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Virtual Surveyor

? Environment objects

1

-

ON= M)

Inputs

Geometry Type

Q Filter layers ¥ G Settings

Feature code

LINE_PARK
LINE_PARK
LINE_PARK
LINE_PARK
LINE_PARK
i naoy
LINE_PARK
LINE_PAR

D Show text

w

v

~

W N R

g TETU RS R St

L L (T )
Wi n

w

o
h

w

4

w
.

Texts height

Virtual Surveyor

,_
o B
o %

P @ o@mAmEAR

10000000
=)

o

Outputs

5cm

@"’i Send To...

Create a new object Point or Polyline:
when active, this feature enables a drop-
down list to make the user choose the
appropriate Feature Code.

Filter Layers: to show/hide and
activate/deactivate layers for new
objects

Edit object: change Feature Code, Edit,
Copy, Zoom on or Delete

Option to hide/show texts: to display the
feature code naming in the 3D Scene

Export options including
a. Exportto DXF or CSV

b. Direct Send to CAD feature
(including now BricsCAD in
addition to AutoCAD and
MinePlan)

Click OK to save the project and go back
to the main environment.

CAD Survey map in construction for a parking lot

To restart a project users have two options:

A Select the Virtual Surveyor folder in the treeview and click on Virtual Surveyor in the Extract menu.

A Click

0

n

t he

APl ayo i

con

cl

ose t.o the folder

This capacity to start, close and reopen a Virtual Surveyor gives users more flexibility. It also provides the
capacity to show/hide objects of interest, or to change some representations. As an example, in the

20

name



illustration above, the trees and random outdoor objects are displayed with their classification
representation, whereas the ground area and the buildings are displayed in real colors. That is appropriate
to have a better visibility of the areas of interest to create the Feature Codes.

Note: A new fiPole Centero is released with the 2023.
toolbar. This functionality is appropriate for Virtual Surveyor and is described in the 3D Scene > New
experience chapter of the release notes.

This feature is available to users with the SURVEY or PRO licenses.

Analysis > Gridded Inspection

Cyclone 3DR 2023.1 offers a new option within Surface Analysis: Gridded Inspection. The new feature
offers the capacity to create customized grids that contain inspection values for reporting and decision
making.

Gridded Inspection is applicable to the Surface Analysis tools, Surface Levelness, Surface Flatness and
Slope Analysis, and brings a significant improvement for the various applications that were already
possible with Cyclone 3DR:

A Floor Flatness / Floor Levelness mainly for the AEC Industry
A Wall verticality for AEC or Heavy Construction industry

A Slope reporting both for the Construction Industry (verification of existing floors), Heavy
Construction (verification of piles, slopes, worksites, Surveying (landscape monitoring)

A Surface verification for Manufacturing application (agnostic to any kind of fabricated
products)

Gridded Floor Levelness inspection Estimation of thickness for the future plaster layer after the ‘
construction of the wall

The Gridded Inspection feature can be executed by two means with the same interface and same options:

1. Directly from the existing Surface Analysis tools by checking the new option

21



Surface Levelness {‘) (g ®

Analysis direction

Fi 1
Offset measurements
D Offset value -79,72409

Gridded inspection

I:’ Compute gridded inspection

2. Or from an existing analyzed mesh models from the new feature in Analysis menu >
Gridded Inspection (after selecting the input analysis)

Clean  Extract  Surface Modeling  Analysis

.

: | |
+ =% i i I

Points  Cloud  Mesh

Gridded
Inspection

Create a gnidded
cloud with
inspection
information on
points

License: Survey or
AEC

The workflow is described below:
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Gridded Inspection

o Default

O Custom direction

Horizontal step

Vertical step

Texts height

[ oxr

& Inspected grid

9 = @
Inspected mesh
¥

Grid orientation mode

Grid parameters

Outputs

¥

% Edit color

X Cancel

1. Define the parameters of the grid (origin, axis and dimensions).

Click Preview to run the computation.

Click Edit Colors to adjust the parameters of the grid. New options are proposed for this specific
feature for the most appropriate visualization in the 3D scene or in the printed report (depending
on the application). Many options are exposed for more flexibility for users.

Inspected clouds
Show quotations
D Highlight extreme values
Mb decimals
D Font color

Background ce

Background opacity

D Show values cutside the gradient range

4. Export to 3 party CAD application before validating the results:

23



a. Ability to define the size of the text of the values.

b. Export directly to DXF or to CAD application like AutoCAD or BricsCAD.

Attach
HxGN_Building_S

[IK[«[» pi[E Model

Floor Analysis setto BricsCAD

After validation, the outputs are:
A A point cloud:
a) Distributed on a grid
b) Colorized according to inspection values

¢) With inspection values displayed as texts

A A report chapter, related to automatic viewset, to share the results for decision making.

The representation of the point cloud can be edited after results are calculated via the Edit Colors feature
(available for all inspection projects in Cyclone 3DR) to improve the legibility of the results.

Surface levelness
7] Floor
= Report data
Gridded Inspection
& Gridded Floor 1 Smooth  Ppointsize I
= Report data Flat

Representation

&=

fil Recycle bin Inspection Density

@ Edit colors
@ Edit colors

This feature is available to users with the SURVEY or AEC or PRO licenses.
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New interoperability capacities

Send to / Send From BricsCAD v23 (Hexagon)

Part of the interoperability new features, the direct connection to Hexagon software product BricsCAD is
now embedded in Cyclone 3DR. The feature is compatible with BricsCAD v23 and future versions of the
CAD solution.

This feature can provide lots of time saving in workflows involving the two products for mesh model
creation, reverse engineering, 2D and 3D extraction for engineering applications, and also gives the
capacity to save layer information for specific 3DR projects (section added in the las t chapter f
Cyclone 3DR supported file formatso).

The objects that are compatible with the BricsCAD interoperability are detailed in Cyclone 3DR
Documentation Center and covers mainly: mesh models, CAD models, polylines, geometries (cylinders,
rectangles, planes), orthoimages and specific 3DR projects (Scan to Plan, Contour Lines, Virtual Surveyor,
Gridded Inspection, Extract orthoimages).

The data exchange experience is exactly the same as the existing one for Autodesk AutoCAD and
Hexagon MinePlan.

Building Extractor use case to monitor the construction of Extracted model sent from Cyclone 3DR to BricsCAD
a residential building using File Menu > Send to feature

From Cyclone 3DR to BricsCAD:

There are three methods to export Cyclone 3DR deliverables to BricsCAD.

Note: The user must have an active BricsCAD project on the same local machine.

1. From contextual menu in 3D Scene after selection of the inputs and right click:
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https://cyclone3dr.leica-geosystems.com/help/2023.1/HelpCenter.html

S & h®

‘\;)“ = -
e "

Show Only

Locate element in explorer

-

Edit \

& SEnu i -
A

BricsCAD 23 - Drawing2.dwg
Ctrl+X

CtrleC [ Exportin UCS: UCS Plaster
|

N}

W Delete

Scene

Representation

Color

Transparency
Revi

Undefined D

Unit: mm

Perspective

UCS Plaster =~

Wall plumbness analysis that can be exported to BricsCAD

2. From File menu and Send To feature after selection of the inputs:

i Refresh

A 2. Select a product from the list of available
R weoon servers, now including BricsCAD

Drawingl.dwg

Select the Send To feature

3. Optionally select the checkbox to export
the project in the active UCS or not

4. Select the Send button

3. From a specific Cyclone 3DR project among the following ones
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Menu Feature Comment
. 1 layer for standard contour lines and values.
Extract Contour Lines . .
1 layer for major contour lines and values.
Extract Scan to Plan 1 layer per slice (floorplans or sections)
Extract Virtual Surveyor 1 Ir?lyer per layer created in 3DR Virtual Surveyor
project.
Analvsis Gridded Inspection Points and values on grid can be directly sent to CAD
4 Surface Analysis with a Grid | SW product. Sent to active layer.
Texturing Extract Orthoimage Sent to active layer.
Analysis 1 layer for 2D Grids
1 layer for inspection objects
Coord Sys 2D Preview Export 1 layer per section
1 layer per axis points
Tank 1 layer per axis point quotations.

—
Floorplan from a 3DR Scan to Plan project of a residential Floorplan is directly sent to BricsCAD v23

application

From BricsCAD to Cyclone 3DR:

The workflow is extremely simple:

1. Make sure Cyclone 3DR is launched

2. Select the objects to send to Cyclone 3DR

3. Open Cyclone 3DR Plug-in menu and click on Send To Cyclone 3DR
4

Project is available in Cyclone 3DR
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2D CAD Plan directly sent to Cyclone 3DR

This feature is available to users with the STANDARD license. The users must also own a BricsCAD V23
license.
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Support of LGS from TRK scanners

Cyclone 3DR 2023.1 can import LGS and JetStream scan data captured with the new TRK sensors
published from Cyclone Pegasus OFFICE.

The capacities to consume LGS data from TRK sensors are the same as for the other Reality Capture
sensors.

A Streaming and visualizing very large point clouds, relevant for 3D environment capture with Mobile
Mapping technologies (real colors, intensity and classification)

A Converting project (point cloud and images): it is recommended to define an area of interest, using a
clipping object prior to the conversion of the project into a 3DR point cloud.

A Using point selection and smart picking tools (highest point, lowest point, ground point) without data
conversion

A Running features without conversion (Scan to Mesh, Virtual Surveyor, Stockpile Analysis)
The support of LGS and JetStream data captured with TRK scanner benefits many industries related to
MMS including Road, Rail and Heavy Construction. In particular, with the release of the new Virtual

Surveyor working on native LGS, users can quickly and smoothly deliver Survey CAD Projects from TRK
scanners to CAD solutions using Cyclone 3DR.

Note 1: For the full integration of MMS data, a new script function SCWCloud. ToMMSData() has been
added to extract a point cloud from LGS data delivered by Cyclone PEGASUS OFFICE.

Note 2: Trajectory and image navigation along trajectory from TRK scans are not supported in Cyclone
3DR 2023.1.

This feature is available to users with the STANDARD license.

Support of classification within LGS
With the 2023.1 release of Cyclone 3DR, the LGS workflow is significantly improved to offer the best
experience across all the Reality Capture solutions of Leica Geosystems.

In particular, the classification can now be properly saved and shared thanks to the recent releases of the
diverse software products like Cyclone REGISTER 360 PLUS, TruView and Cyclone Pegasus OFFICE.
These improvements include:

A Harmonized representation settings and classification parameters across the Reality Capture software
portfolio

A Support of classification within a LGS point cloud after IMPORT:
a) Classification is visible prior to point cloud conversion
b) Classification is saved after conversion of the point cloud into 3DR point cloud engine

A Support of classification within LGS after EXPORT
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Urban environment captured with a TRK sensor displayed in Cyclone 3DR
Without conversion of the LGS scan data

After the point cloud conversion, it is also possible to use the classification features like Automatic
Classification, Manual Classification, Explode by Class and Group (and save the classification information)
of the converted point cloud.

Users may wish to combine an existing classification with the tools present in Cyclone 3DR for a more
advanced analysis or visualization.
A Import classified LGS into Cyclone 3DR

A Convert the area of interest and proceed cleaning of point cloud using smart tools like Explode by
Class and other features

A Merge into a single point cloud and export it to LGS
A Import it into Cyclone ENTERPRISE for visualization and project management

This feature is available to users with the STANDARD license. To run automatic classification, SURVEY,
AEC or PRO licenses are required.

Extension of Import/Export e57
With the 2023.1 release of Cyclone 3DR, the support of the standard e57 benefits from a significant
improvement that offers new capacities to users.
The new features are the support of:

A Point cloud classification is preserved at import and export: relevant to use the intelligence of
classification for a smart cleaning of data to do a 3DR project

A Point cloud scanning directions are preserved at import and export: relevant form mobile
mapping applications

A Point cloud timestamps are preserved at import and export: relevant for mobile mapping
applications
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A Pre-existing Images are preserved at import and export: relevant to preserve full information for
Digital Reality workflow across many products

A Faster import in general

FEATURES IMPORT EXPORT

Classification New in 2023.1 New in 2023.1
Images Existing New in 2023.1
Timestamps Existing New in 2023.1
. o Existing for TLS sensors .
Scanning directions New in 2023.1 for MMS Sensors New in 2023.1

Since e57 format is the most popular and standard format for point cloud across the Reality Capture
business ecosystem, this feature is a very important benefit for workflows involving:

A Third-party sensors (not part of the Hexagon family)

A Cyclone 3DR for all its tools (cleaning, meshing, analysis and modelling).

A Third-party application that can consume Cyclone 3DR deliverables:
1 Cleaned 3D data: cleaned and classified point clouds, images, mesh models
I 3D inspection models

T 2D or 3D extracted models

This feature is available to users with the STANDARD license.

Connect to Cyclone FIELD 360
With the release of Cyclone 3DR 2023.1, direct connection to Cyclone FIELD 360 is now possible in
Desktop Mode, in addition to the existing capacity in Touch Mode (BIM Inspection workflow).

This feature enables the capacity to realize a quick import of a point cloud from the tablet to an office
machine to benefit from Cyclone 3DR capacities.

To start the connection, the requirements are similar to the existing feature in Touch Mode:

A Connect the two devices (tablet with Cyclone FIELD 360 and the machine with Cyclone 3DR) on the
same wireless network.

A Active the Sync Server mode in Cyclone FIELD 360

Then in Cyclone 3DR, go to File menu and Click on Import to display the new feature icon.
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File View CloudWorx  CoordSys  Clean  Extract  Surface Modeling  Analysis  Texturing  Tank  ReverseEng  Scrip

0 Mew
= Open 5 o

B Close . FIELD 360

[+

Add files

L Export...

Note: As illustrated in the image above, the Load from BLK feature is now removed from the application.
The new Import from FIELD 360 replaces this feature. This change provides many advantages in
comparison to the previous capacity:

A A complete BLK360 project can be loaded in Cyclone 3DR instead of a scan-by-scan process (with no
registration before)

A All the sensors that are supported by Cyclone FIELD 360 can be accessed with this command.

Once the connection started, the feature displayed a couple of fields to enter the IP address information of
the tablet that hosts Cyclone FIELD 360. Fill the appropriate values and click Connect.

Import Cyclone FIELD 360
Server

Port a0a80

Cancel

After connection, the list of available projects is displayed with:

1. Project information
2. Refresh connection

3. Import point cloud
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Name Last modified date

Riemeke44C5 vendredi 18 mars 2022

test blk360g2 mardi 2 aolit 2022

Job 001 mardi 2 aolit 2022

Job 004 mardi 2 aolit 2022

g2 all scans mardi 2 aolt 2022

Job 001 mardi 2 aolit 2022

A During import, the Sync Server feature must remain active in Cyclone FIELD 360 until the point cloud
is imported in Cyclone 3DR.

A The complete point cloud project is imported: all the pre-registered bundles are transferred to Cyclone
3DR application.

A The point cloud is automatically converted into Cyclone 3DR point cloud structure. That means that no
conversion step is required and all the 3DR functionalities can be used.

A The original point cloud structure depends on the kind of sensors and of the parameters of Cyclone
FIELD 360 projects. The Import feature looks for the following structure by order of priority:

a) Full data
b) Light weight LWPO data
c) LIiDAR data (if an Apple LIDAR scan is part of the project)

This new connection feature is complementary to the regular workflow (using Cyclone REGISTER 360
PLUS or LGS format). The advanced workflow indeed provides the complete dataset into Cyclone 3DR,
including the images or the classification information. The FIELD 360 workflow is appropriate to get a very
quick deliverables from the field to the office, to execute for example a rough DTM, a simple digital model
with Scan to Mesh or a floorplan with Scan to Plan.

This feature is available to users with the STANDARD license and with a Cyclone FIELD 360 credentials.
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Connect to HXDR

With the 2023.1 version of Cyclone 3DR, the connection to HXDR cloud is now enabled. This new feature
allows users to connect to HXDR and visualize point cloud assets hosted in HXDR and to convert it into
Cyclone 3DR point cloud conduct a Cyclone 3DR analysis. This feature allows users to leverage the power
of HXDR to work on shared point clouds hosted in the cloud.

All data and project access in HXDR is protected by user credentials, allowing admins to provide secure
access to specific users.

1. Navigate to the File menu and select Connect to HXDR

HxDR connection

i Some contents included in the current document require an access to

esscescsosese

Cancel

2. Once connected, the list of projects is displayed.

Modeling  Analysis  Texturing Tank ReverseEng  Script  Report 7

My Projects
DR My Assets 0 vendredi 18 mars 2022
mardi 5 octobre 2021
Hessigheim lundi 6 décembre 2021

vendredi 18 mars 2022

Construction Site Canada mardi 10 mai 2022

a. Connection management: access to credential management and refresh
b. Search bar and tools of projects (including refresh and filter)

c. List of project information
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d. Direct access to HXDR website

3. After clicking on a project, the contained assets are displayed:

HxDR projects

< Hessigheim | Assets a carch project oY

Uploaded by

DR RathausHessigheim.b2g 6 lundi 6 décembre 2021

DR Churchinside107.b2g 1G lundi 6 décembre 2021

Church.b2g lundi 6 décembre 2021

StageHessigheim.e57 186,5 MB b mercredi 8 décembre 2021

a. Search bar and tools of assets (including refresh and filter)
b. List of asset information
c. Import point cloud asset

4. After clicking on Import, the point cloud is automatically loaded and streamed in 3DR Project.
Parameters of the point cloud object are available and visible (illustration below).

Coordinate System
WCs
Hessigheim

& StageHessigheim.e57 R
StageHessigheim.e57 (HxDR asset cloud)

Number of points: 9 774 930
Bounding box min: -20,4865; -28,6355; -2,1875

Bounding box max: 38, 5795; 16,4145
Size: 59,190 m; 62,215

0,4865; -28,6355; -2,1875
Highest point: 38,7035; 33,5795; 16,4145
Colors: Yes

Intensity: No

HxDR state: Ready

HxDR project: Hessigheim

HxDR asset: StageHessigheim.e57

The HxDR streaming experience is analogous to streaming a JetStream project. Users can navigate with
all Cyclone 3DR tools, make basic measurements, click on points to define a clipping object, and display
the area of interest.

The next step for a complete HXDR - Cyclone 3DR workflow, after defining an appropriate clipping object
(optional to reduce the area of interest for very large point clouds), is to convert the HXDR point cloud into
a Cyclone 3DR point cloud structure. Only the visible points are converted with:

A Aright click > Convert Project (from the treeview or the 3D Scene)

A From the Extract menu > Convert from HxDR feature

The Convert Project experience is simple with a definition of the maximum number of the visible points
that can be converted (right image below).
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Resampling

Maximum number of
points

Note that the credential management is permanently accessible on the top right of the main Cyclone 3DR
window (illustration below).

D? Manage HxDR connection

Status: Logged in
Email:
@hexagon.com

Example of BLK2FLY urban dataset streamed in Cyclone 3DR
Like the JetStream experience, the number of simultaneous streamed point cloud is limited to a single
point cloud. Therefore, it is necessary to convert a first point cloud asset and then and closing the project,

prior to streaming a second project.

This feature is available to users with the STANDARD license and with Cyclone 3DR Viewer. HxDR
Credentials are required.
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3D Scene > New experience

The new 2023.1 version of Cyclone 3DR offers a large series of new capacities of the 3D Scene experience
that brings more comfort for users working in complex 3D environments. The following new features are
described in the chapter:

Support of multi-windows
First Person Navigation mode
Transparency management of point cloud

Rendering of inspected models

> > > > >

Point selection toolbar > New Pole Center extraction

Viewport > Multi-window support

The existing feature Viewport from the View menu provides a significant improvement with the capacity
to dock and undock multiple new windows. To benefit from the new experience and to use the Viewport
capacities, begin by using the existing Viewport feature.

i i
ol
LT |
Construct Capture Camera
Grid View

Image

Horizont:

Split View
Vertically

direction

License: ( o
3DR Standard

After the creation of a new view, users can define a specific and different view and to choose which objects
are displayed in the 3D Scene.

From the top bar of each view, new icons are exposed to (illustration below):
A Close the scene

A Dock/undock the scene

A Duplicate the scene and choose a pre-defined position (bottom, left, right, top)

B (2 X Scene2

&8 Duplicate Bottom

~ l[] Duplicate Left
U' Duplicate Right
5 Duplicate Top
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The capacity to dock/undock a 3D Scene is a significant improvement that gives users flexibility to position

the different views where it is convenient for the most comfortable experience. The image below illustrates

the AiScene 20 that has been undocked and that is di
The illustration also highlights the capacity to redock a floating screen onto a pre-defined position with 4

widgets (top, bottom, left and right) that are visible and active when doing a drag and drop of the floating

scene from the top-bar.

Limit
Box

€ scene2

Limit box

Coordinate System

BIM Group
@ BIMModel

@ Label #1

Compare Inspect 2
=R

Undefined []

Unit: m

UCS Building &

Depending on the number of views, another central widget can be displayed in the middle of one view, in
addition to the 4 position widgets, to reposition the floating scene according one of the views instead of the
main global window of Cyclone 3DR. In the image below, the Scene 3 can be repositioned according to
the scene 2.
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ncall Synctarget

Limit box

Coordinate System

Compare Inspect 2
5 Report data

] Comparison Bl..truction_Site

UCS Building &

To illustrate the power of this new experience, the final image below illustrates a inspection project that is
displayed on 2 computer screens, showing for each scene a different object: colorized point cloud,
deviation analysis, BIM Model and a single color point cloud.

Cyclone 3DR with 4 undockd 3DScene view on 2 differt screens

This new feature can help for all the applications of Cyclone 3DR, for users working with multiple screens.
Some examples of usage can be:

A Visual Inspection:

i. same object at different timing (different scans of same environment, or different
analysis jobs of the same situation)

ii. different object for the same situation

A 3D Navigation for the best understanding as possible of the digital environment to create views,
measures, labels or to create different layers of representations.

This feature is available to users with the STANDARD license.
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First Person Navigation mode

In the navigation toolbar, Cyclone 2023.1 introduces the First Person Navigation mode. This new
navigation capacity is extremely relevant for Indoor application and gives users new tools for smooth
navigation with the mouse and the keyboard.

ﬂ First Person
First Person

All the tips and the instructions are detailed in the Document Center. The main new capacities are the
following ones:

A One-left-click mouse to reposition the camera view and orientation at a relevant distance from the
click to offer a human-like experience in the 3D environment.

a) On afloor to position the camera view above the click
b) On a wall to be positioned in front of the wall

¢) On a ceiling to be positioned below with the appropriate orientation

A

A Main arrows on keyword to move forward or backward and to turn right or left.

First Person Navigation mode requires the normal of the clicked object to position the camera position and
orientation. Thus, this feature is not available for JetStream point cloud (LGS).
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This feature is available to users with the STANDARD license.

Rendering > Transparency mode of point cloud (X-Ray representation)

With the 2023.1 release of Cyclone 3DR, a new transparency mode is available for point clouds. The
transparency level can be managed from the treeview:

Representation

Smooth Point size L
Flat
Inspection

Density

Real Color
Transparency

Classification

'Q'Edit classes

Clipping

® Limit box

In addition to a pleasant and easy navigation through the software product, this new feature can provide
an amagzing visualization experience and is appropriate for many applications:

A Manipulation of object in the scene. With Free Move, it is possible to conduct an efficient pre-alignment
before best fit between a model.

Pre-alignment in 2 steps (Top and Side views)
A Video creation with the feature View > Camera path can provide a very attractive visual effect.

A High Resolution images creation with View > Capture View (examples below)
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A Highly detailed ortho-image creation with Texturing > Extract Orthoimage, which is typically relevant
for floorplan or section creation.
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Section of an old house

Note that transparency mode is demandingont he Gr aphi c s actigated. It is reeommended s

to lower the points display density or limit the number of transparent elements to maintain a high frame
rate.
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